


Walkalong engine-stop cord for safe 
adult supervision

Smooth and reliable air-cooled 49cc 
4-stroke engine

Electric start•	
Walkalong engine-stop cord •	
Shaft final drive•	
Grab bar•	
‘Just like Dad’s’ styling•	

With tough shaft final drive – the only 

ATV in the class offering this – and 16 

inch wheels, the YFM50 is in many ways 

the ‘same ATV as Dad’s’. A sturdy front 

grab bar helps to protect both rider 

and bike from the effects of those little 

bumps that are an inevitable part of 

growing up and learning.

There’s extra peace of mind for the adult 

too with a simple tether cord that’s 

connected to an engine cut-off switch 

in the rear of the ATV. One pull, and the 

engine stops. So does your kid.

YFM50 Junior ATV

We all want the best for our children. 

So, in the world of starter ATVs, Yamaha 

gives you the best, in the friendly shape 

of the YFM50.

Aimed at first time riders of 6 years and 

up, the YFM50 is powered by a smooth 

and reliable air-cooled 49cc 4-stroke 

engine. It comes with all the features 

that Junior will recognise from the 

grown-ups’ machines: electric start, 

automatic transmission, damper-spring 

suspension, and high-grip knobbly 

tyres. The riding position is specifically 

designed for handling by young muscles. 

Kids’ stuff. 

With grown-up features.
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Explaining the experience.
Yamaha technical terms made simple:

Power and torque

An engine’s maximum horsepower is delivered at a relatively high point in the rev range. Torque is 

twisting power, the power that you actually feel on acceleration. Peak torque is always generated 

at lower engine speeds than peak power. The availability of high torque at low rpm is a very 

desirable attribute in an ATV as it optimises traction. Yamaha’s 4-stroke ATV engines are all 

designed to produce high torque at low rpm. The Banshee 350 2-stroke, by contrast, is designed 

to produce a bigger horsepower ‘hit’ at higher rpm for more extreme sports riding.

Yamaha EFI fuel injection technology

The Electronic Fuel Injection system in Yamaha’s YFM700R works with a micro-computer to 

ensure that a precisely metered flow of fuel/air mixture enters the engine’s combustion chamber 

at all times and under all conditions, to deliver an optimum mix of smooth power and economy.

Long travel adjustable suspension

Long-travel suspension gives an ATV’s tyres 

the ability to maintain longer and more 

consistent contact with the ground, even when the 

terrain is uneven. Apart from the YFM50, 

all Yamaha ATVs have independent front suspension, 

meaning that the movement of one front wheel 

is not affected by the movement of the other. This 

improves handling by allowing the ATV to track 

bumpy terrain more accurately and remain in a 

much more level, controlled posture.
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Sporting transmissions

Manual gear selection on non-automatic 

Yamaha ATVs is via the well-proven and 

familiar foot lever/hand clutch system. Gearbox 

options run from automatic on the YFM90 to 

six forward speeds plus reverse on the 

YFM350R.

Hybrid chassis engineering

Yamaha Sports ATVs like the YFM700R use 

both steel and aluminium in their chassis. 

These ‘hybrid chassis’ frames and swingarms 

combine maximum strength with class-leading 

low weight.

Ergonomic design creating unique rider 

and machine interaction

Piloting an ATV brings an unusual combination 

of muscles into play. Yamaha ATVs are designed 

to be straightforward and comfortable to 

manoeuvre by the widest possible range of 

human shapes and sizes.

Wide chassis and great ground clearance

Compact engine designs and long travel 

suspension keep Yamaha ATVs riding high 

over rough ground. A wide chassis ensures 

great stability. Should you encounter a 

particularly nasty obstacle, strong skid plates 

will help to protect the ATV engine and chassis 

from damage.

Finely balanced cycle parts

‘Cycle parts’ include wheels and brake calipers. 

On Yamaha ATVs these are often made of 

aluminium to reduce unsprung weight. 

Lightweight, ultra-strong steering struts give 

accurate and positive steering.
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Quality accessories for quality ATVs.
Aluminium footwells, frame guards and 

skid plates... brush guards, billet brake 

pedals and graphics kits... performance 

parts like carb jet kits, A-arm extender 

kits, lighting, billet clutches, shocks, 

exhaust components – Yamaha’s ATV 

accessories list really is too big to go 

into here.

Your authorised Yamaha dealer can get 

you anything off that list, plus of course 

any genuine Yamaha parts you might 

need to keep your ATV running at peak 

fitness.

Stick with Yamaha parts and be assured 

of the quality you’re buying.

Factory style race and trail gear.
Yamaha ATVs get you out there at the 

sharp end. The terrain – or the 

competition – can be hostile.

You need to make sure you’re properly 

protected. Yamaha’s range of off-road 

clothing is engineered to the same 

standards as its ATVs.

High-tech materials go perfectly with 

professionally-inspired design to provide 

optimum protection and durability in 

shirts, pants, gloves, boots and jackets. 

Yamaha gear looks pretty cool too. 

See the range at your authorized 

Yamaha ATV dealer or on 

www.yamaha-motor-acc.com.

Enriching the experience.
Yamaha genuine accessories and clothing:
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Engine
Engine type 1 cylinder, liquid-cooled, 4-stroke 1 cylinder, air cooled, 4-stroke 1 cylinder, air-cooled, 4-stroke 1 cylinder, liquid-cooled, 4-stroke 2 cylinder, liquid-cooled, 2-stroke 1 cylinder, liquid-cooled, 4-stroke 1 cylinder, air cooled, 4-stroke
Valve train SOHC, 4-valve SOHC SOHC DOHC, 5-valve - SOHC SOHC
Displacement 686 cc 349 cc 249 cc 449 cc 347 cc 421 cc 349 cc
Bore and Stroke 102 x 84 mm 83 x 64,5 mm 74 x 58 mm 95 x 63,4 mm 64 x 54 mm 84,5 x 75 mm 83 x 64,5 mm
Compression Ratio 9,2 : 1 9,2 : 1 9,5 : 1 11,4 : 1 6,5 : 1 10,0 : 1 9,2 : 1
Lubrication Dry sump Wet sump Wet sump Dry sump Premix Wet sump Wet sump
Carburettor Electronic Fuel Injection (EFI) Mikuni BSR 36 Mikuni 29 mm Keihin 39 FCR H Mikuni VM 26 SS (2) Mikuni 33 mm BSR Mikuni 33 mm BSR
Ignition Electronic Control Unit (ECU) DC CDI DC CDI DC CDI DC CDI DC CDI DC CDI
Starter Electric Electric Electric Electric Kick Electric Electric
Petrol Tank 11 litres 9 litres 9 litres 10 litres 12 litres 14,5 litres 14,5 litres
Final Transmission Chain Chain Chain Chain Chain Yamaha On-Command® 2WD/4WD; Shaft 2WD; Shaft
Gearbox 5 speed + reverse 6 speed + reverse 5 speed 5 speed 6 speed Yamaha Ultramatic® V-belt, F/N/R Yamaha Ultramatic® V-belt, F/N/R

Chassis
Overall length 1845 mm 1780 mm 1625 mm 1840 mm 1855 mm 1978 mm 1978 mm
Overall width 1170 mm 1095 mm 1070 mm 1170 mm 1100 mm 1063 mm 1063 mm
Overall height 1130 mm 1080 mm 1040 mm 1090 mm 1080 mm 1095 mm 1095 mm
Seat height 815 mm 820 mm 730 mm 810 mm 800 mm 840 mm 840 mm
Wheelbase 1280 mm 1210 mm 1110 mm 1280 mm 1280 mm 1233 mm 1233 mm
Mass in running order 192 kg 180 kg (* YFM350R-W 184 kg) 150 kg (+ YFM250R-W 160 kg) 169 kg 187 kg 250 kg 229 kg
Brakes - Front Twin piston, hydraulic double disc Hydraulic double disc Hydraulic double disc Twin piston, hydraulic double disc Hydraulic double disc Dual hydraulic disc Dual hydraulic disc
Brakes - Rear Hydraulic disc Hydraulic disc Hydraulic disc Twin piston, hydraulic disc Hydraulic disc Hydraulic disc Fully sealed drum

Suspension
Front suspension Double A-arm, 230 mm stroke, threaded pre-load 

adjustable springs, 3-way adjustable dampers
Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 190 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 230 mm stroke, threaded 
pre-load adjustable springs, 3-way adjustable 
dampers

Double A-arm, 230 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Rear suspension Swingarm, 256 mm stroke, threaded pre-load 
adjustable spring, 3-way adjustable damper

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 200 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 270 mm stroke, threaded 
pre-load adjustable spring, 3-way adjustable 
damper

Swingarm, 220 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Tyres - Front AT 21 x 7-10 radial AT 21 x 7-10 AT 20 x 7-10 (AT 21 x 7-10*) AT 21 x 7-10 radial AT 21 x 7-10 AT 23 x 8-12 radial AT 23 x 8-12
Tyres - Rear AT 20 x 10-9 radial AT 20 x 10-9 AT 19 x 10-9 (AT 20 x 10-9*) AT 20 x 10-9 radial AT 20 x 10-9 AT 23 x 10-12 radial AT 23 x 10-12

Colours
Colours available per model Blue, White Blue, White Blue, White Blue, White Red Blue, Black Blue, Black

*YFM350R is also available in European type approved 
version, homologated for registration (YFM350R-W)

+YFM250R is also available in European type approved 
version, homologated for registration (YFM250R-W)

Technical 

specifications.

Order/version: 2230591/007 (width: 210mm, height: 210mm) 
Print type: ATV Leisure + Sport 2009, Full Colour 
Produced  by Adnovate on 07-aug-2008 at 14:34:46 in Adobe InDesign 5.0.3.662 
Low resolution proof not suitable for production purposes 
Page: 32



Engine
Engine type 1 cylinder, liquid-cooled, 4-stroke 1 cylinder, air cooled, 4-stroke 1 cylinder, air-cooled, 4-stroke 1 cylinder, liquid-cooled, 4-stroke 2 cylinder, liquid-cooled, 2-stroke 1 cylinder, liquid-cooled, 4-stroke 1 cylinder, air cooled, 4-stroke
Valve train SOHC, 4-valve SOHC SOHC DOHC, 5-valve - SOHC SOHC
Displacement 686 cc 349 cc 249 cc 449 cc 347 cc 421 cc 349 cc
Bore and Stroke 102 x 84 mm 83 x 64,5 mm 74 x 58 mm 95 x 63,4 mm 64 x 54 mm 84,5 x 75 mm 83 x 64,5 mm
Compression Ratio 9,2 : 1 9,2 : 1 9,5 : 1 11,4 : 1 6,5 : 1 10,0 : 1 9,2 : 1
Lubrication Dry sump Wet sump Wet sump Dry sump Premix Wet sump Wet sump
Carburettor Electronic Fuel Injection (EFI) Mikuni BSR 36 Mikuni 29 mm Keihin 39 FCR H Mikuni VM 26 SS (2) Mikuni 33 mm BSR Mikuni 33 mm BSR
Ignition Electronic Control Unit (ECU) DC CDI DC CDI DC CDI DC CDI DC CDI DC CDI
Starter Electric Electric Electric Electric Kick Electric Electric
Petrol Tank 11 litres 9 litres 9 litres 10 litres 12 litres 14,5 litres 14,5 litres
Final Transmission Chain Chain Chain Chain Chain Yamaha On-Command® 2WD/4WD; Shaft 2WD; Shaft
Gearbox 5 speed + reverse 6 speed + reverse 5 speed 5 speed 6 speed Yamaha Ultramatic® V-belt, F/N/R Yamaha Ultramatic® V-belt, F/N/R

Chassis
Overall length 1845 mm 1780 mm 1625 mm 1840 mm 1855 mm 1978 mm 1978 mm
Overall width 1170 mm 1095 mm 1070 mm 1170 mm 1100 mm 1063 mm 1063 mm
Overall height 1130 mm 1080 mm 1040 mm 1090 mm 1080 mm 1095 mm 1095 mm
Seat height 815 mm 820 mm 730 mm 810 mm 800 mm 840 mm 840 mm
Wheelbase 1280 mm 1210 mm 1110 mm 1280 mm 1280 mm 1233 mm 1233 mm
Mass in running order 192 kg 180 kg (* YFM350R-W 184 kg) 150 kg (+ YFM250R-W 160 kg) 169 kg 187 kg 250 kg 229 kg
Brakes - Front Twin piston, hydraulic double disc Hydraulic double disc Hydraulic double disc Twin piston, hydraulic double disc Hydraulic double disc Dual hydraulic disc Dual hydraulic disc
Brakes - Rear Hydraulic disc Hydraulic disc Hydraulic disc Twin piston, hydraulic disc Hydraulic disc Hydraulic disc Fully sealed drum

Suspension
Front suspension Double A-arm, 230 mm stroke, threaded pre-load 

adjustable springs, 3-way adjustable dampers
Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 190 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 230 mm stroke, threaded 
pre-load adjustable springs, 3-way adjustable 
dampers

Double A-arm, 230 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Double A-arm, 200 mm stroke, 5 position 
pre-load adjustable springs

Rear suspension Swingarm, 256 mm stroke, threaded pre-load 
adjustable spring, 3-way adjustable damper

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 200 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 270 mm stroke, threaded 
pre-load adjustable spring, 3-way adjustable 
damper

Swingarm, 220 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Swingarm, 210 mm stroke, 5 position 
pre-load adjustable spring

Tyres - Front AT 21 x 7-10 radial AT 21 x 7-10 AT 20 x 7-10 (AT 21 x 7-10*) AT 21 x 7-10 radial AT 21 x 7-10 AT 23 x 8-12 radial AT 23 x 8-12
Tyres - Rear AT 20 x 10-9 radial AT 20 x 10-9 AT 19 x 10-9 (AT 20 x 10-9*) AT 20 x 10-9 radial AT 20 x 10-9 AT 23 x 10-12 radial AT 23 x 10-12

Colours
Colours available per model Blue, White Blue, White Blue, White Blue, White Red Blue, Black Blue, Black
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Engine
Engine type 1 cylinder, air-cooled, 4-stroke 1 cylinder, air-cooled, 4-stroke 1 cylinder, air cooled, 4-stroke
Valve train SOHC, 2-valve SOHC, 2-valve SOHC, 2 valve
Displacement 124 cc 88 cc 49 cc
Bore and Stroke 49 x 66 mm 47 x 51 mm 39 x 41,4 mm
Compression Ratio 9 : 1 10,2 : 1 10,3 : 1
Lubrication Wet sump Wet sump Wet sump
Carburettor Mikuni VM 18 SH SVR22 × 1 Mikuni VM 16 SH
Ignition DC CDI CDI DC CDI
Starter Electric Electric Electric
Petrol Tank 7 litres 4,8 litres 6.8 litres
Final Transmission Chain Chain Shaft
Gearbox V-belt automatic, F/N/R Automatic, F Automatic

Chassis
Overall length 1700 mm 1490 mm 1537 mm
Overall width 990 mm 885 mm 825 mm
Overall height 980 mm 910 mm 915 mm
Seat height 685 mm 654 mm 618 mm
Wheelbase 1080 mm 1010 mm 1030 mm
Mass in running order 152 kg 120 kg 115 kg
Brakes - Front Sealed double drum Sealed double drum Sealed double drum
Brakes - Rear Sealed drum Hydraulic disc Sealed drum

Suspension
Front suspension A-arm, 70 mm stroke Double A-arm, 78 mm stroke Leading arm, 57 mm stroke
Rear suspension Swingarm, 80 mm stroke Swingarm, 83 mm stroke Swingarm, 56 mm stroke
Tyres - Front AT 20 x 7-8 AT 18 x 7-8 AT 16 x 7-7
Tyres - Rear AT 22 x 10-8 AT 18 x 9-8 AT 16 x 8-7

Colours
Colours available per model Blue, Green Blue Blue

Technical 

specifications.

Order/version: 2230591/007 (width: 210mm, height: 210mm) 
Print type: ATV Leisure + Sport 2009, Full Colour 
Produced  by Adnovate on 07-aug-2008 at 14:34:46 in Adobe InDesign 5.0.3.662 
Low resolution proof not suitable for production purposes 
Page: 34



ATVs with engines up to 70cc are recommended for use only by 

riders 6 years and older and always with adult supervision. ATVs 

with engines of 70 to 90cc are recommended only for use by riders 

12 years and older, and always under adult supervision. ATVs with 

engines of 90cc or greater are recommended for use only by riders 

16 years and older. ATVs are built to operate within their design 

limits. Safe towable weights, together with maximum carrying 

capacity are identified in the owner’s manual if applicable. For 

durability, reliability, but most important of all, operator safety, 

under no circumstances should the recommended capacities 

be exceeded. Yamaha recommends that all ATV riders take an 

approved training course. For safety and training information, see 

your dealer or call your Yamaha Distributor in your country. ATVs 

can be hazardous to operate. For your safety: always avoid paved 

surfaces. ATVs are designed for unpaved surfaces only. Riding on 

paved surfaces may seriously affect handling and control and can 

cause loss of control. Always wear a helmet, eye protection and 

protective clothing. Never carry any passengers. Never engage in 

stunt riding. Riding and alcohol/drugs don’t mix. Avoid excessive 

speed and be particularly careful on difficult terrain. Please 

‘tread lightly’: always ride in a responsible manner, respecting 

the environment as well as country and local laws. The riders in 

this brochure are professionals: don’t attempt to emulate them. 

The specification and appearance of Yamaha products will be 

varied from time to time without notice, and as shown here are 

illustrative only and are not a contractual description of products. 

Some models are shown with optional accessories. All ATVs come 

with a 12-month Limited Factory Warranty, except for Banshee, 

which carries a 90-day Limited Factory Warranty. See your dealer 

for details.
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2009

ATV sport & leisure range

Disclaimer:
Always wear a helmet, eye protection and protective clothing. Yamaha encourage you to ride safely and respect fellow riders and the environment. 

Images shown in this brochure depict professional riders performing under controlled conditions. Specifications and appearance of Yamaha products as shown here 
are subject to change without notice and may vary according to requirements and conditions. 

For further details, please consult your Yamaha dealer.

www.yamaha-motor-europe.com

Yamaha highly recommend the use 
of genuine Yamaha accessories and 
clothing. Contact your local dealer 
or visit our website:
www.yamaha-motor-acc.com

Printed on chlorine-free paper.
ATV-SLRB-EU09

Dealer:
Yamaha Motor Nederland B.V. 
Postbus 75033 
1117 ZN Schiphol
Telefoon: 020-654 60 00
www.yamaha-motor.nl
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